3910WB
WATERBORNE PREPCLEAN

Description
Mixture of water and solvents developed for cleaning.
Composition based on water and glycol ethers.

Products
3910WB  Waterborne Prepclean

Properties
- Preparatory cleaner, which eliminates contaminants from old finishes and prepared areas to obtain a perfectly cleaned surface.
- VOC compliant, conform with directive 2004/42/EC.

Application - remarks
- Clean surface with water and soap. Rinse and dry.
- Degrease the area to be repaired with 3910WB.
- Wipe dry with clean cloth.
- Do not use prior to application of any coating.
- Never let 3910WB evaporate from the surface. Treat only one small area at the time.
- Do not use 3910WB to degrease wash primer.
- Use only on fully cured surfaces.
- Change cloths often, never use dirty cloths.
3910WB
WATERBORNE PREPCLEAN

RECOMMENDED USE

<table>
<thead>
<tr>
<th>Product data</th>
</tr>
</thead>
<tbody>
<tr>
<td>Directive 2004/42/EC: The EU limit value for this product (product category: IIB(a)) in ready to use form is maximum 850 g/l of VOC. The VOC content of this product in ready to use form is maximum 200 g/l.</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Products</th>
<th>Packages</th>
<th>Shelf life at 20°C</th>
<th>Density</th>
</tr>
</thead>
<tbody>
<tr>
<td>3910WB</td>
<td>5</td>
<td>2</td>
<td>0.975</td>
</tr>
</tbody>
</table>

Safety

Consult Safety Data Sheet prior to use. Observe the precautionary notices displayed on the container.

This data relates only to the material designated herein and does not apply to use in combination with any other material or any process. The data is not to be considered as a warranty or quality specification and we assume no liability in connection with its use.